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SECTION A-A

Ground line (Var.)

Slope 1:2/, max.

(if fillheight exceeds
1.5m(5'-0 ") use 1:3 max.)
1:4 desirable

Length of need point set by
manufacturer instructions

GENERAL NOTES

50:1 Taper required so the guardrail
head willnot encroach on the shoulder.

Allslope ratios are expressed as units
of verticaldisplocement to units of
horizontal displacement (V:H).

Alldimensions are in millimeters (inches)
unless otherwise shown.

610 (2°-0") min. —»f ﬁ

DATE REVISIONS

10-1-02 |Added pay limits and

length of need to

NCHRP_350.

SHOULDER WIDENING FOR
TYPE 1 (SPECIAL)
GUARDRAIL TERMINALS

(Sheet 1 of 2)

1-1-01

Rev. Sec. A-A, Remove

(Pay Limits) note.

STANDARD 630301-02




Edge of pavement —\

Edge of shoulder—\

10.0 m (35'-0")

15.2 m (50°-0') typ. (pay limits)

min. |

30.0 m (100-0")

desireable

Flare according

11.4m (37'-6 ') min. length of need

Slope 1:10
or Flatter J

1
to manufacturer’s
specifications ;

30 m
(10'-0"")

Ls

Length of need point
set by manufacturer
instructions
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7.0 m min. 7.5 m  min. 75 m
(22'-6") j (250" ) (25-0")
SHOULDER WIDENING TRANSITION
FOR FLARED TERMINAL
Variable |
762 mm (30 )t01.2 m(4'-0") |
) 1.5 m min.
o b (5'-0")
R
Slope 1:10
or flatter
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SECTION B-B (As required

(End section omitted for clarity.)

Slope 1:2/, max.

(if fillheight exceeds
1.5m(5’-0 ") use 1:3 max.)
1:4 desirable

X=
610 (2°-0') min. — L
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